SOUNDSUEDE FABRIC WRAPPED SOUND BAFFLES

DESCRIPTION
SoundSuede Fabric Wrapped Sound Baffles reduce sound reverberation and provide a more peaceful environment.

These baffles are constructed with a 1” or 2” acoustical core, wrapped with a soft synthetic suede fabric. Their strong sound-absorbing performance, durability and eye pleasing appearance are unmistakable.

These acoustical baffle panels are available in a wide variety of sizes, and colors.

The hanging baffles are constructed with grommets for a quick and easy installation.

TECHNICAL CHARACTERISTICS

Size Custom up to 4’ x 8’
Thickness 1”, 2”
Colors Many; See Color Chart

SOUND ABSORBING PERFORMANCE

<table>
<thead>
<tr>
<th></th>
<th>In Sabins Per 4’ x 2’ Unit</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>125 Hz</td>
</tr>
<tr>
<td>1” Thick</td>
<td>2.5</td>
</tr>
<tr>
<td>2” Thick</td>
<td>2.28</td>
</tr>
</tbody>
</table>

*Noise Reduction Coefficient

FEATURES
- Class 1 Fire Rated
- 3 or 1.65 lb per cubic foot density
- Grommeted for easy ceiling installation

COMMON APPLICATIONS
- Gymnasiums
- Multipurpose Rooms